
WITH A ZOOM RANGE OF 10° - 60° PLUS

FAST, SMOOTH AND QUIET MOVEMENT IT IS

ABLE TO BE USED FOR A WIDE ARRAY OF

APPLICATIONS AND VENUES NOW ALL SIZES.

F A S T ,  S M O O T H  &  Q U I E T

B L - 3 7

RGBW LED SYSTEM

WASH

HIGH OUTPUT WASH LIGHT



INPUT RANGE (AC 100-240V 50/60HZ)

MAX CONSUMPTION: 850 WATTS

ELECTRICAL

SOURCE: 37 X 25 WATT RGBW LEDS (FLICKER

FREE)

COLOR TEMPERATURE: 2700-6500K

ZOOM RANGE: 10°-60° LINEAR ZOOM

MINIMUM LED LIFESPAN: 30,000 HOURS

OPTICAL

DMX

RDM

CONTROL MODES: 10 CHANNEL / 15 CHANNEL /

21 CHANNEL / 37 CHANNEL / 39 CHANNEL

DATA IN/OUT: 5 PIN DMX

POWER INPUT/OUTPUT: TRUE 1

CONTROL/CONNECTION

WEIGHT: 38LBS (17.24KG)

DIMENSIONS: 16.2” X 12.6” X 18.3” (412MM X

321MM X 465MM)

PHYSICAL

QUIET COOLING SYSTEM WITH VARIABLE FANS

COOLING

XBLACK VISUAL PRODUCTS

1113 MURFREESBORO ROAD

SUITE 106-126

FRANKLIN, TN 37064

XBLACKPRO.COM

615.326.4700

INFO@XBLACKPRO.COM

T E C H N I C A L  S P E C I F I C A T I O N S

B L - 3 7

PAN: 540 (16 BIT)

TILT: 270 (16 BIT)

DIMMING: 0-100% LINEAR DIMMING

STROBE: VARIABLE

ZOOM: 10°-60° LINEAR ZOOM

COLOR MIXING: INFINITE COLOR MIXING (RGBW)

DYNAMIC EFFECTS

mailto:info@xblackpro.com

